MAST ARM DETAILS SHOWN ARE FOR CONCRETE

STANDARDS

STANDARD PLAN S-—960 AND CALTRANS STANDARD

PLANS FOR

ONLY. REFER TO CITY OF PASADENA

STEEL STANDARDS.

MAST ARM — 4.6 m OR 5.3 m
AS NOTED ON PLAN

60 mm OD GALVANIZED PIPE

FOR MAST ARM TENSION RODS.

BRACKET AND PIPE SUPPORT

5.5 m MINIMUM

% - EXACT CONVERSION ( ENGLISH DIMENSION WILL REMAIN ).

NOTES:
{. DIMENSIONS SHOWN ON ELECTROLIER ARE TO
CENTERLINE OF CABLE ENTRANCE HOLES.

2. FOR EQUIPMENT MOUNTING LOCATIONS AND INSERT
DETAILS, SEE CITY OF PASADENA STANDARD PLAN S-S62.

3, FOR ADDITICNAL ELECTROLIER DETAILS, SEE CITY

OF PASADENA STANDARD PLAN 5-922.
SIMPLEX ARM ATTACHMENT
FCR BRACKET.
REINFORCED ELECTROLIER TYPE i

1.3

CITY OF PASADENA STANDARD
PLAN $-922,
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DRILL POLE FOR MOUNTING -
APPROPRIATE EQUIPMENT.
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ROADWAY SURFACE
N CURB FACE l
0.76 m
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